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• Noise reduction down to 20 dB

When compressed air escapes, it sizzles.
The noise can be as high as 100 dB and can damage the hearing. 
The trade association has enacted stringent regulations regarding 
this matter. One more reason to use a silent air nozzle.

Depending on the pressure, the sound level of the SO-NW4 can be 
reduced by up to 20 dB, and that without pressure drop. A special 
air shroud exploits the existing pressure in a better way. The air 
supply can be regulated by rotating the SO-NW4 on the MS-M10x1; 
this saves a choke valve.
To reduce the sound generated by tightly compressed air while 
escaping, the air jet is directed through 5 exit holes in a linear 
manner, which results in lower sound levels – i.e. less noise.

The regulator nozzle SO-RD is used for liquid products. The fluid 
quantity can be adjusted or even be shut off by turning the SO-RD.

Material: Nickel-plated brass

• Protection against hot chips

The MS is a flexible metal hose for fluids and air and is available in 
two sizes. The metal hose is extremely robust and resistant to hot 
chips, grease, and oils. The plastic sleeve (PVC) on the inside makes 
it absolutely tight.

A long life, outstanding flexibility, and the ability to remain in a set 
position make this metal hose a useful ”work aid”.

Area of application: Infeed of fluids (cooling agent, water, oils, etc.) 
and air.

An extension piece (VS) measuring 100 mm is available for the 
metal hose.

All SOMMER nozzles can be installed directly onto a fitting or any 
metal hose. This makes the nozzle very flexible.

Material: Nickel-plated steel with plastic hose (PVC) inside.

• For metal hoses MS-M10x1 and MS-M12x1

Silent Air Nozzle

Metal Hose

Extension Piece

Order-No. Air consumpt.
per min.

[m³]

Size

[threading]

Sound level

[dB]

SO–NW4 0.140 M10x1 86 
SO–RD4 0.240 M10x1 85 
SO–RD6 0.300 M12x1 86 

All data measured at: 6 bar operating pressure

You can mix and match.
Order example: ”SO-NW4 + MS-M10x1 + VS1/8”
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Order-No. Nominal 
diameter

(mm)

Length
(mm)

Bending 
radius

(mm)

MS–M10x1 4 200 64
MS–M10x1-400 4 400 64
MS–M12x1 6 320 72
MS–M12x1-500 6 500 72

Order-No. suitable for
VS1/8 MS–M10x1 & MS–M10x1-400
VS1/4 MS–M12x1 & MS–M12x1-500
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